
Sliding/Rotating Female Pyramid
EP-FSR

OR

12mm

12mm

7°

Proximal
attachment

only

220lb
100 kg

B l a t c h f o r d
P r o d u c t s  L t d
L is te r  Road,  Bas ings toke ,  Hampsh i re ,
RG22 4AH,  Un i ted  K ingdom
Te l e p h o n e :  + 4 4  ( 0 ) 1 2 5 6  3 1 6 6 0 0
F a c s i m i l e :  + 4 4  ( 0 ) 1 2 5 6  4 7 9 7 0 5
E m a i l :  s a l e s @ b l a t c h f o r d . c o . u k
w w w . e n d o l i t e . c o . u k

endolite

endolite

33mm



938240/02-0609

4

4

4

3

Assemble adaptor into the limb build considering the appropriate orientation to
achieve shift in the desired direction*.

The Rotation Clamp Screw MUST always be torqued to the figure shown BEFORE
tightening the Slide Locking Screw.

4 Bolt Fixing Screws for fixing to mating component are supplied with the kit. Other
length screws are available upon request.

If fitted to a KX06, the two shorter screws
(14mm long) must be used in the posterior
attachment holes. Discard unused screws.
Apply Loctite 243 to all screw  threads.

When carrying out any subsequent adjustments in alignment (shift and/or rotation),
both the Rotation Clamp Screw AND the Slide Locking Screw must be loosened
and then torqued in the appropriate order as stated above.

Pyramid Set
Screws - 15Nm

Rotation Clamp
Screw - 10Nm

*M-L shift - anterior
  A-P shift - medial
position as appropriateSlide Locking

Screw - 6Nm

4 Bolt Fixing
Screws - 12Nm
supplied loose

LOCTITE
243

Ensure correct
orientation

of pin


