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Fit and fully charge the rechargeable battery pack supplied.

Quick
Start
Guide

See prescription guide for more
information. User should have an average
to long residuum and proportional strength.

Bench alignment.

TT/tube clamp options

Endolite Ankle/Feet options

Dynamic Alignment

Press reset button ‘B’ 4 times confirmed
by 1,2,3 & 4 beeps respectively after each
press.

Within 2 seconds, press function button
‘A’, confirmed by 1 long beep.

Request amputee to walk between rails.
Adjust al ignment as necessary.

Extension Damping Adjustment

Once the amputee has gained confidence
in walking, adjust the cushion valve to give
the required extension damping.

Using a 5mm hex key, rotate counter
clockwise to increase or clockwise to
reduce damping.

The user should be warned to take great
care before walking after any Cushion
Valve adjustments to ensure limb will
fully extend.

Function
Button A

Reset
Button B
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Smart Adaptive Programming

Calibrate Limb to User
& enter Program mode
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Initial Set Up, first time use
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Programming

vary speed gradually for approx. 200 steps
refrain from sitting during programming

HOLD

Fully
extendFlex more than 45°

Save
& Exit

4 secs

END

Programming

vary speed gradually for approx. 200 steps
refrain from sitting during programming

HOLD

Fully
extendFlex more than 45°

Save
& Exit

4 secs
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Establish a communications link between
the Communications Device and the Smart Adaptive.

c) Perform a Reset

Press and release
Reset Button B (one
short beep) and within
2 seconds... press and
release Function
Button A (one long
beep).

Function
Button A

Reset
Button B

 B l a t c h f o r d  P r o d u c t s  L t d
 L is te r  Road,  Bas ings toke ,  Hampsh i re ,  RG22 4AH,  Un i ted  K ingdom
  Te l e p h o n e :  + 4 4  ( 0 ) 1 2 5 6  3 1 6 6 0 0   F a c s i m i l e :  + 4 4  ( 0 ) 1 2 5 6  4 7 9 7 0 5
  E m a i l :  s a l e s @ b l a t c h f o r d . c o . u k   w w w . b l a t c h f o r d . c o . u k

Safety Notes:
1. Always use a handrail when descending stairs.
2. After continuous use, the top of the cylinder may become hot to touch.
3. Avoid strong magnetic fields, sources of electrical interference,
atmospheres containing powders/liquids and extremes of temperature.
4. Any changes in the performance of the limb should be reported to
your practitioner.
5. Contact Blatchford for advice if the limb is to be fitted to an amputee
using a pacemaker, hearing aid or any other electronic device.
6. Care should be taken when carrying loads as some of the modes of
operation are weight activated.
7. Disassembly or repair of the Adaptive2 limb must only be carried out
by authorised personnel.
8. Never fit the Smart Adaptive limb with the battery charger connected
to the knee.

Technical Data:
Maximum Flexion Angle: 140°
Operating temperature range: -10°C to +50°C
Battery Charger:

Input Voltage: 100VAC to 250 VAC
Input Frequency: 50 to 60 Hz
Charging time to full charge: 14 hours

The user shall be aware that changes or modifications not expressly
approved could void the operating licences and exemptions.
This device complies with part 15 of the FCC Rules. Operation is subject
to the following two conditions:-
1)This device may not cause harmful interference.
2)This device must accept any interference received, including interference
that may cause undesired operation.

938286-01/0508N.B. more muscular control is required for the first step until
stairs mode is selected.

RAMP MONITOR

ON

STAIRS MONITOR

ON

a) Expose
the aerial as

shown

b) Turn the
Communication
Device on.

Stairs Select

above upper line,
in STAIRS mode

below lower line,
not in STAIRS mode

Press     button to display menu:

Press     button again to check Ramp setup...
Walk amputee on level ground and inclines to check ramp
selection. Assess Ramp mode selection:

To adjust Ramp selection press either      or       :

If more support is required during ramp descent, press      :

Stairs descent requires confidence on the part of the amputee.
Gait  training is essential  for leg over leg descent.
Assess stairs selection and support and adjust as for Ramp  shown
above.

Press    to increase support (more
resistance to flexion).
Or press    to decrease (less
resistance to flexion).

Ramp Select

Ramp Deselect

above upper line,
in RAMP mode

below lower line,
not in RAMP mode

Press     button twice to return to the display menu.

6

7

Ramp & Stairs Fine Tuning (when required)

Press     to increase select level
(less likely to select ramp).
Or press    to decrease (more
likely to select ramp mode).

Press      to select Stairs Monitor followed by      to check Stairs
set up...

Mode

Walking
Ramp descent

Stairs descent
Standing

Sitting
Stumble

Smart Programming

Walking
Speed

Swing
setting

SMART ADAPTIVE

Sp

1

Checking limb function during use

RAMP ADJUST

SELECTION

SUPPORT
58
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SMART ADAPTIVE

RAMP MONITOR
STAIRS MONITOR
BATTERY CHECK
CLINICIAN SETUP

BACK

SMART ADAPTIVE

RAMP MONITOR
STAIRS MONITOR
BATTERY CHECK
CLINICIAN SETUP

BACK

RAMP ADJUST

SELECTION

SUPPORT
58

16


