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Box Contents

Smart Adaptive Module Assembly
Instructions: CD
Literature including Manual, Quick Start Guide and User Information
Shin Tube and associated Clamp Adaptor (if required)
Distal Pyramid Attachment (fitted to US version as standard)
TT Pro Assembly
TT Pro Torsion Rod Alternatives
TT Pro Spring Alternatives

Self Adhesive labels containing the S/No.
for your records

Rechargeable Battery Pack

User’s Pouch including:
Battery Charger
Charger Adaptor

Smart Card
Non rechargeable Battery Pack
Rechargeable Battery Pack
Battery Pack removal aid
User Information card
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The Smart Adaptive Knee System is designed for lower limb amputees with trans-femoral
amputations.

The system is designed to program itself to suit the gait of a variety of amputees, from people
who are very active to those who walk confidently with a prosthesis that provides timely stability
control.

Each activity from walking to standing, stairs and slopes or stumble recovery is analysed and
the system optimizes the program to an appropriate level of assistance for that individual. The
prosthesis provides stance control ranging from minimal to high yield resistance.

The Smart Adaptive Knee is not recommended for amputees with:
weak hip extensors

short residuums

double trans femoral amputation

poor balance

poor cognitive function

reliance on more than one walking stick

Use of the TT Shock Pylon, supplied with the Smart Adaptive Knee, is a popular addition to
the limb system and is proven to enhance both function and comfort.





